


	Engine	 S3L2

Type	 Four stroke, indirect injection,
	 water-cooled, diesel
Cylinders	 3
Engine HP (kW) @ rpm	 25 (18.6) @ 2500
Compression Ratio	 22:1
Displacement cubic inch (cc)	 80.4 (1318)

	Electrical
Battery Capacity	 12 volt, 35 amp hours
Alternator	 12 volt, 50 amps

	Clutch
Type	 Single plate, dry

	Transmission
Type	 HST – 2 ranges
	
	
Number of Gears/Speeds	 Infinite

	Front Wheel Drive
Type	 Mechanical

	Steering
Type	 Hydrostatic power
Pump Output (gallons per minute)	 2.7

	Brakes
Type	 Wet disc

	Hydraulic System
Type	 Open-center, full-live hydraulic
	 pump with position control
Pump Output (gallons per minute)	 5.8
3-Point Linkage	 Category 1, with check chains
Lift Capacity (lbs.)	 2205
Rear Auxiliary Remote Valves	 1 spool optional

	PTO
Type	 Live
PTO RPM (engine rpm)	 540 @ 2376
MID PTO RPM (engine rpm)*	 2000 @ 2526* 
PTO HP (kW)	 20 (14.9)

	Operating Weight
Total (lbs.)	 1863

	Dimensions with Industrial Tires
Overall Length Inches (mm)	 109.3 (2775)
Overall Width Inches (mm)	 54.3 (1380)
Turning Radius Min. Feet (mts)	 6.6 (2.0)

	Tires Sizes and Options

Ag (Front / Rear)	 n/a
Industrial (Front / Rear)	 23x8.5-12 / 12x16.5
Turf (Front / Rear)	 n/a

	Options
Mid-mount Mower	 60"
Soft Cab with Canopy	 n/a
Snow Blowers	 n/a

* Optional on 1816 HST, 2216 4WD, 2516 4WD, 2516 HST, 2816 4WD, 3316 4WD and 3316 HST  
Specifications and design subject to change without notice. ©2009 Mahindra USA. The Mahindra Group.

	 Loader	 ML105
Maximum Lift Height 	 83"
Clearance with	 64.5"
Attachment Dumped 
Reach at Maximum Height 	 30"
Maximum Dump Angle	 40°
Attachment Rollback Angle	 20°
Digging Depth Below Grade 	 4"
Lift Capacity to 	 1050 lbs.
Full Height @ Pivot Pins
Breakout Force @ Pivot Pins	 2000 lbs.
Rated Flow (Tractor System)	 5.8 gpm
Attachment Width used 	 48"
for specification
Attachment Rated Capacity 	 7.0 cu. ft.
used for specification
Cycle Times @ rpm	 2670 rpm
Raise Boom (seconds)	 3.3
Lower Boom (seconds)	 2.4
Dump Attachment (seconds)	 2.2
Retract Attachment (seconds)	 2.6

	 Optional Attachments
Grille Guard	  
Quick Attach Adapter – Pin-On	 
Pallet Fork	 
Bale Spear	

	 Skid Steer Attachments
Bucket	
Quick Attach Adapter	
Bale Spear	
Pallet Fork	

2516HST
2516 HST  SPECS 2516 HST  SPECS



TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
2816

3

28 (20.8) @ 2500

80.4 (1318)

540 @ 2376 
2000 @ 2632

JOHN DEERE
3005               

3

27.5 (20.2)

81.2 (1300)

540

KUBOTA
L2800

3

30 (22.4) @ 2800

91.5 (1499)

540 @ 2800

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
2816

constantmesh

9F x 3R

JOHN DEERE
3005

sliding gear

8F x 2R

KUBOTA
L2800

sliding gear and 
constantmesh

8F x 4R

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
3005

open center,
full live 

hydraulic with 
position control

9.4

815 @ 24”
behind pins

KUBOTA
L2800

open center,
full live 

hydraulic with 
position control 

10.5

1998

MAHINDRA
2816

open center,
full live 

hydraulic with 
position control

11.3

2205

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
3005

2105

NA

NA

KUBOTA
L2800

2536

106.5 (2705)

51.4 (1305)

MAHINDRA
2816

2315

115 (2920)

59.4 (1509)

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
3005

NA

NA

NA

NA

NA

KUBOTA
L2800

LA463

95.3

5.9

1142

1858

NEW HOLLAND 
T1510

110TL

100.5

4

875

1602

MAHINDRA
2816

ML106

96.5

2.9

1050

2172

• Heavy-duty chassis; Great traction & stability
• Large stance gives added assurance while transferring
   power to the ground

• Heavy-duty construction
• Comfortable controls allow for precision work with loader

• Best-in-Class lift capacity
• Lift more than comparable Deere
• Higher pump output
• Responsive hydraulic controls
• Optional rear remote

• Achieve rated HP at lower RPM than competition
• Less wear; Less maintenance
• Longer engine life

• Constantmesh main shift
• Slidingmesh range
• Reliable transmission offering you the right gear when you need it

NEW HOLLAND 
T1510

NA

9F x 3R

NEW HOLLAND
T1510

3

30 (22.4) 

91.3 (1500)

540 @ NA

NEW HOLLAND
T1510

open center,
full live 

hydraulic with 
position control

10

1635 @ 24”
behind pins

NEW HOLLAND
T1510

2385

111.4 (2830)

62 (1575)

Specifications accurate at time of printing. Subject to change without notice.  
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	Engine	 S3L2

Type	 Four stroke, indirect injection,
	 water-cooled, diesel
Cylinders	 3
Engine HP (kW) @ rpm	 28 (20.8) @ 2500
Compression Ratio	 22:1
Displacement cubic inch (cc)	 80.4 (1318)

	Electrical
Battery Capacity	 12 volt, 46 amp hours
Alternator	 12 volt, 50 amps

	Clutch
Type	 Dual plate, dry

	Transmission
Type	 Constant mesh on gear
	 shift and sliding mesh
	 on range selection
Number of Gears/Speeds	 9 forward, 3 reverse

	Front Wheel Drive
Type	 Mechanical

	Steering
Type	 Hydrostatic power
Pump Output (gallons per minute)	 3.5

	Brakes
Type	 Wet disc

	Hydraulic System
Type	 Open-center, full-live hydraulic
	 pump with position control
Pump Output (gallons per minute)	 7.8
3-Point Linkage	 Category 1, with check chains
Lift Capacity (lbs.)	 2205
Rear Auxiliary Remote Valves	 1 spool optional

	PTO
Type	 Live
PTO RPM (engine rpm)	 540 @ 2376
MID PTO RPM (engine rpm)*	 2000 @ 2632* 
PTO HP (kW)	 23 (17.1)

	Operating Weight
Total (lbs.)	 2315

	Dimensions with Industrial Tires
Overall Length Inches (mm)	 115 (2920)
Overall Width Inches (mm)	 59.4 (1509)
Turning Radius Min. Feet (mts)	 7.9 (2.4)

	Tires Sizes and Options

Ag (Front / Rear)	 7x16 / 11.2x24
Industrial (Front / Rear)	 27x8.5-15 / 15x19.5
Turf (Front / Rear)	 n/a

	Options
Mid-mount Mower	 72"
Soft Cab with Canopy	 
Snow Blowers	 

* Optional on 1816 HST, 2216 4WD, 2516 4WD, 2516 HST, 2816 4WD, 3316 4WD and 3316 HST  
Specifications and design subject to change without notice. ©2009 Mahindra USA. The Mahindra Group.

	 Loader	 ML106
Maximum Lift Height 	 96.5"
Clearance with	 79”
Attachment Dumped 
Reach at Maximum Height 	 28"
Maximum Dump Angle	 39°
Attachment Rollback Angle	 19°
Digging Depth Below Grade 	 2.9"
Lift Capacity to 	 1050 lbs.
Full Height @ Pivot Pins
Breakout Force @ Pivot Pins	 2172 lbs.
Rated Flow (Tractor System)	 7.8 gpm
Attachment Width used 	 60"
for specification
Attachment Rated Capacity 	 9.0 cu. ft.
used for specification
Cycle Times @ rpm	 2900 rpm
Raise Boom (seconds)	 2.8
Lower Boom (seconds)	 2.2
Dump Attachment (seconds)	 1.9
Retract Attachment (seconds)	 1.9

	 Optional Attachments
Grille Guard	  
Quick Attach Adapter – Pin-On	 
Pallet Fork	 
Bale Spear	

	 Skid Steer Attachments
Bucket	
Quick Attach Adapter	
Bale Spear	
Pallet Fork	

2816 GEAR
2816 GEAR  SPECS 2816 GEAR  SPECS



TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
2816

3

28 (20.8) @ 2500

80.4 (1318)

540 @ 2376 
2000 @ 2632

JOHN DEERE
2520               

3

26.4 (19.4)

81.2 (1330)

540

KUBOTA
L2800

3

30 (22.4) @ 2800

91.5 (1499)

540 @ 2800

NEW HOLLAND
T1510

3

30 (22.4) 

91.3 (1500)

540 @ NA

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
2816

HST – 3 range

infinite

JOHN DEERE
2520

HST – 2 range

infinite

KUBOTA
L2800

HST – 3 range

infinite

NEW HOLLAND 
T1510

HST – 3 range

infinite

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
2520

open center,
full live 

hydraulic with 
position control

10.5

1433

KUBOTA
L2800

open center,
full live 

hydraulic with 
position control 

10.5

1998

NEW HOLLAND
T1510

open center,
full live 

hydraulic with 
position control

10

1635 @ 24”
behind pins

MAHINDRA
2816

open center,
full live 

hydraulic with 
position control

11.3

2205

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
2520

1865

NA

NA

KUBOTA
L2800

1786

99.2 (2520)

53.7 (1365)

NEW HOLLAND
T1510

2385

111.4 (2830)

62 (1575)

MAHINDRA
2816

2600

106.5 (2705)

51.4

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
2520

NA

NA

NA

NA

NA

KUBOTA
L2800

LA463

95.3

5.9

1142

1858

NEW HOLLAND 
T1510

110TL

100.5

4

875

1602

MAHINDRA
2816

ML106

96.5

2.9

1050

2172

• Best-in-Class operating weight
• Heavy-duty chassis; Great traction & stability
• Large stance gives added assurance while transferring
   power to the ground

• Heavy-duty construction
• Comfortable controls allow for precision work with loader

• Best-in-Class lift capacity
• Lift more than comparable New Holland Boomer
• Higher pump output
• Responsive hydraulic controls
• Optional rear remote

• Achieve rated HP at lower RPM than competition
• Less wear; Less maintenance
• Longer engine life

• 3 range slidingmesh
• Quiet operation
• Smooth functioning

Specifications accurate at time of printing. Subject to change without notice.  
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	Engine	 S3L2

Type	 Four stroke, indirect injection,
	 water-cooled, diesel
Cylinders	 3
Engine HP (kW) @ rpm	 28 (20.8) @ 2500
Compression Ratio	 22:1
Displacement cubic inch (cc)	 80.4 (1318)

	Electrical
Battery Capacity	 12 volt, 46 amp hours
Alternator	 12 volt, 50 amps

	Clutch
Type	 Single plate, dry

	Transmission
Type	 HST – 3 ranges
	
	
Number of Gears/Speeds	 Infinite

	Front Wheel Drive
Type	 Mechanical

	Steering
Type	 Hydrostatic power
Pump Output (gallons per minute)	 3.5

	Brakes
Type	 Wet disc

	Hydraulic System
Type	 Open-center, full-live hydraulic
	 pump with position control
Pump Output (gallons per minute)	 7.8
3-Point Linkage	 Category 1, with check chains
Lift Capacity (lbs.)	 2205
Rear Auxiliary Remote Valves	 1 spool optional

	PTO
Type	 Live
PTO RPM (engine rpm)	 540 @ 2376
MID PTO RPM (engine rpm)*	 2000 @ 2632* 
PTO HP (kW)	 21.1 (15.7)

	Operating Weight
Total (lbs.)	 2458

	Dimensions with Industrial Tires
Overall Length Inches (mm)	 115 (2920)
Overall Width Inches (mm)	 59.4 (1509)
Turning Radius Min. Feet (mts)	 7.9 (2.4)

	Tires Sizes and Options

Ag (Front / Rear)	 7x16 / 11.2x24
Industrial (Front / Rear)	 27x8.5-15 / 15x19.5
Turf (Front / Rear)	 n/a

	Options
Mid-mount Mower	 72"
Soft Cab with Canopy	 
Snow Blowers	 

* Optional on 1816 HST, 2216 4WD, 2516 4WD, 2516 HST, 2816 4WD, 3316 4WD and 3316 HST  
Specifications and design subject to change without notice. ©2009 Mahindra USA. The Mahindra Group.

	 Loader	 ML106
Maximum Lift Height 	 96.5"
Clearance with	 79”
Attachment Dumped 
Reach at Maximum Height 	 28"
Maximum Dump Angle	 39°
Attachment Rollback Angle	 19°
Digging Depth Below Grade 	 2.9"
Lift Capacity to 	 1050 lbs.
Full Height @ Pivot Pins
Breakout Force @ Pivot Pins	 2172 lbs.
Rated Flow (Tractor System)	 7.8 gpm
Attachment Width used 	 60"
for specification
Attachment Rated Capacity 	 9.0 cu. ft.
used for specification
Cycle Times @ rpm	 2900 rpm
Raise Boom (seconds)	 2.8
Lower Boom (seconds)	 2.2
Dump Attachment (seconds)	 1.9
Retract Attachment (seconds)	 1.9

	 Optional Attachments
Grille Guard	  
Quick Attach Adapter – Pin-On	 
Pallet Fork	 
Bale Spear	

	 Skid Steer Attachments
Bucket	
Quick Attach Adapter	
Bale Spear	
Pallet Fork	

2816 HST
2816 HST  SPECS 2816 HST  SPECS



TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
3316

3

33 (24.6) @ 2500

91.3 (1496)

540 @ 2376 
2000 @ 2525

JOHN DEERE
3320

3

32.8 (24.1) @ 2200

100 (1640)

540 @ NA

KUBOTA
L3400 DT

4

35.7 (126.6) @ 2700

111.4 (1826)

540 @ NA

NEW HOLLAND
BOOMER 2030

3

31 (23.1) @ 2600

91.3 (1500)

540 @ 2600

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
3316

constantmesh on
gear shift 

and synchromesh
on forward 

reverse shuttle

8F x 8R

JOHN DEERE
3320

power reverser

9F x 3R

KUBOTA
L3400 DT

sliding gear and 
constantmesh

8F x 4R

NEW HOLLAND 
BOOMER 2030

NA

9F x 3R

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
3320

open center,
full live 

hydraulic with 
position control

13.9

2530

KUBOTA
L3400 DT

open center,
full live 

hydraulic with 
position control

10.1

1998

NEW HOLLAND
BOOMER 2030

open center,
full live 

hydraulic with 
position control

12.3

1635 @ 24” 
behind pins

MAHINDRA
3316

open center,
full live 

hydraulic with 
position control

10.8

2646

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
3320

2900

NA

NA

KUBOTA
L3400 DT

2580

106.5 (2705)

51.4 (1305)

NEW HOLLAND
BOOMER 2030

2605

112.4 (2855)

61.5 (1565)

MAHINDRA
3316

2544

121.3 (3080)

59.8 (1520)

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
3320

NA

NA

NA

NA

NA

KUBOTA
L3400 DT

LA463

95.3

5.9

1142

1858 @ 500

NEW HOLLAND 
BOOMER 2030

240TL

98.4

8

1250

2700

MAHINDRA
3316

ML111

94

4.8

1410

2650

• Heavy-duty construction
• Comfortable controls allow for precision work with loader

• Best-in-Class lift capacity
• Lift more than comparable Deere
• Higher pump output
• Responsive hydraulic controls
• Optional rear remote

• Smooth shifting
• Forward / Reverse synchro shuttle

• Turbocharged, indirect injection diesel
• Smooth, efficient & trouble-free

• Impressive weight - get work done faster
• Wide stance provides stability, traction and improves safety

Specifications accurate at time of printing. Subject to change without notice.  

3316 GEAR 3316 GEAR
ENGINE

TRANSMISSION

HYDRAULICS

OPERATING WEIGHT

LOADER

NOTES



	Engine	 S3L3

Type	 Four stroke, indirect injection,
	 water-cooled, diesel, turbocharged
Cylinders	 3
Engine HP (kW) @ rpm	 33 (24.6) @ 2500
Compression Ratio	 22.5:1
Displacement cubic inch (cc)	 91.3 (1496)

	Electrical
Battery Capacity	 12 volt, 46 amp hours
Alternator	 12 volt, 55 amps

	Clutch
Type	 Single plate, dry

	Transmission
Type	 Constant mesh on gear
	 shift and synchromesh
	 on forward reverse shuttle
Number of Gears/Speeds	 infinite

	Front Wheel Drive
Type	 Mechanical

	Steering
Type	 Hydrostatic power
Pump Output (gallons per minute)	 3.4

	Brakes
Type	 Wet disc

	Hydraulic System
Type	 Open-center, full-live hydraulic
	 pump with position control
Pump Output (gallons per minute)	 7.4
3-Point Linkage	 Category 1, with check chains
Lift Capacity (lbs.)	 2646
Rear Auxiliary Remote Valves	 1 spool optional

	PTO
Type	 Independent
PTO RPM (engine rpm)	 540 @ 2376
MID PTO RPM (engine rpm)*	 2000 @ 2525* 
PTO HP (kW)	 27 (20.1)

	Operating Weight
Total (lbs.)	 2544

	Dimensions with Industrial Tires
Overall Length Inches (mm)	 121.3 (3080)
Overall Width Inches (mm)	 59.8 (1520)
Turning Radius Min. Feet (mts)	 7.9 (2.4)

	Tires Sizes and Options

Ag (Front / Rear)	 n/a
Industrial (Front / Rear)	 27x8.5-15 / 15x19.5
Turf (Front / Rear)	 n/a

	Options
Mid-mount Mower	 72"
Soft Cab with Canopy	 n/a
Snow Blowers	 

* Optional on 1816 HST, 2216 4WD, 2516 4WD, 2516 HST, 2816 4WD, 3316 4WD and 3316 HST  
Specifications and design subject to change without notice. ©2009 Mahindra USA. The Mahindra Group.

	 Loader	 ML111
Maximum Lift Height 	 94"
Clearance with	 76"
Attachment Dumped 
Reach at Maximum Height 	 24.5"
Maximum Dump Angle	 38°
Attachment Rollback Angle	 20°
Digging Depth Below Grade 	 4.8"
Lift Capacity to 	 1410 lbs.
Full Height @ Pivot Pins
Breakout Force @ Pivot Pins	 2650 lbs.
Rated Flow (Tractor System)	 7.4 gpm
Attachment Width used 	 60"
for specification
Attachment Rated Capacity 	 9.0 cu. ft.
used for specification
Cycle Times @ rpm	 2700 rpm
Raise Boom (seconds)	 4.9
Lower Boom (seconds)	 4.1
Dump Attachment (seconds)	 3.8
Retract Attachment (seconds)	 3.0

	 Optional Attachments
Grille Guard	  
Quick Attach Adapter – Pin-On	 
Pallet Fork	 
Bale Spear	 

	 Skid Steer Attachments
Bucket	 
Quick Attach Adapter	 
Bale Spear	 
Pallet Fork	 

3316 GEAR
3316 GEAR  SPECS 3316 GEAR  SPECS



TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
3316

3

33 (24.6) @ 2500

91.3 (1496)

540 @ 2376 
2000 @ 2525

JOHN DEERE
3203

3

32.1 (23.9) @ NA

91.3 (1496)

540 @ NA

KUBOTA
L3400

4

35.7 (26.6) @ 2700

111.4 (1826)

540 @ NA

NEW HOLLAND
BOOMER 2035

3

35 (26.1)

101.4 (1600)

540 @ 2600

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
3316

HST – 3 range

infinite

JOHN DEERE
3203

HST – 2 range

infinite

KUBOTA
L3400

HST – 3 range

infinite

NEW HOLLAND 
BOOMER 2035

HST – 3 range

infinite

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
3203

open center,
full live 

hydraulic with 
position control

13.3

2149

KUBOTA
L3400

open center,
full live 

hydraulic with 
position control

10.1

1998

NEW HOLLAND
BOOMER 2035

open center,
full live 

hydraulic with 
position control

12.3

1635 @ 24” 
behind pins

MAHINDRA
3316

open center,
full live 

hydraulic with 
position control

10.8

2646

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
3203

2700

NA

NA

KUBOTA
L3400

2600

106.5 (2705)

51.4 (1305)

NEW HOLLAND
BOOMER 2035

2620

112.4 (2855)

61.6 (1565)

MAHINDRA
3316

2566

121.3 (3080)

59.8 (1520)

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
3203

300

NA

NA

NA

NA

KUBOTA
L3400

LA463

95.3

5.9

1142

1858 @ 500

NEW HOLLAND 
BOOMER 2035

240TL

98.4

8

1250

2700

MAHINDRA
3316

ML111

94

4.8

1410

2650

• Heavy-duty construction
• Comfortable controls allow for precision work with loader

• Best-in-Class lift capacity
• Lift more than comparable Deere
• Higher pump output
• Responsive hydraulic controls
• Optional rear remote

• Turbocharged, indirect injection diesel
• Smooth, efficient & trouble-free

• 3 range slidingmesh
• Quiet operation
• Smooth functioning

• Impressive weight - get work done faster
• Wide stance provides stability, traction and improves safety

Specifications accurate at time of printing. Subject to change without notice.  
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	Engine	 S3L3

Type	 Four stroke, indirect injection,
	 water-cooled, diesel, turbocharged
Cylinders	 3
Engine HP (kW) @ rpm	 33 (24.6) @ 2500
Compression Ratio	 22.5:1
Displacement cubic inch (cc)	 91.3 (1496)

	Electrical
Battery Capacity	 12 volt, 46 amp hours
Alternator	 12 volt, 55 amps

	Clutch
Type	 Single plate, dry

	Transmission
Type	 HST – 3 ranges
	
	
Number of Gears/Speeds	 8 forward, 8 reverse

	Front Wheel Drive
Type	 Mechanical

	Steering
Type	 Hydrostatic power
Pump Output (gallons per minute)	 3.4

	Brakes
Type	 Wet disc

	Hydraulic System
Type	 Open-center, full-live hydraulic
	 pump with position control
Pump Output (gallons per minute)	 7.4
3-Point Linkage	 Category 1, with check chains
Lift Capacity (lbs.)	 2646
Rear Auxiliary Remote Valves	 1 spool optional

	PTO
Type	 Live
PTO RPM (engine rpm)	 540 @ 2376
MID PTO RPM (engine rpm)*	 2000 @ 2525* 
PTO HP (kW)	 25 (18.6)

	Operating Weight
Total (lbs.)	 2566

	Dimensions with Industrial Tires
Overall Length Inches (mm)	 121.3 (3080)
Overall Width Inches (mm)	 59.8 (1520)
Turning Radius Min. Feet (mts)	 7.9 (2.4)

	Tires Sizes and Options

Ag (Front / Rear)	 n/a
Industrial (Front / Rear)	 27x8.5-15 / 15x19.5
Turf (Front / Rear)	 n/a

	Options
Mid-mount Mower	 72"
Soft Cab with Canopy	 n/a
Snow Blowers	 

* Optional on 1816 HST, 2216 4WD, 2516 4WD, 2516 HST, 2816 4WD, 3316 4WD and 3316 HST  
Specifications and design subject to change without notice. ©2009 Mahindra USA. The Mahindra Group.

	 Loader	 ML111
Maximum Lift Height 	 94"
Clearance with	 76"
Attachment Dumped 
Reach at Maximum Height 	 24.5"
Maximum Dump Angle	 38°
Attachment Rollback Angle	 20°
Digging Depth Below Grade 	 4.8"
Lift Capacity to 	 1410 lbs.
Full Height @ Pivot Pins
Breakout Force @ Pivot Pins	 2650 lbs.
Rated Flow (Tractor System)	 7.4 gpm
Attachment Width used 	 60"
for specification
Attachment Rated Capacity 	 9.0 cu. ft.
used for specification
Cycle Times @ rpm	 2700 rpm
Raise Boom (seconds)	 4.9
Lower Boom (seconds)	 4.1
Dump Attachment (seconds)	 3.8
Retract Attachment (seconds)	 3.0

	 Optional Attachments
Grille Guard	  
Quick Attach Adapter – Pin-On	 
Pallet Fork	 
Bale Spear	 

	 Skid Steer Attachments
Bucket	 
Quick Attach Adapter	 
Bale Spear	 
Pallet Fork	 
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