


Foldable ROPS

Standard Rear
Work Light

Easy
access
platform

Heavy-gauge 
steel fenders 
& hood

Eco-friendly
engine

Tight 
turning 
radius

Robust build offers
remarkable traction 
& stability

See more at MahindraUSA.com THE INDUSTRY’S BEST WARRANTY
See Mahindra Warranty Policy for Details

Solid 
hand grips

Extendable 
front axle

Good ground clearance 
for hay or dirt work

CONVENIENCE VALUE
Mahindra 25 Series



NEW HOLLAND 
TT45A

constantmesh

8F x 2R

TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
4025

4

41 (30.5) @ 2300

167 (2732)

540 @ 2058

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

MAHINDRA
4025

open center,
full live hydraulic 

with position 
and draft control

13.1

3527

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

MAHINDRA
4025

ML232

116

2.3

2870

4740

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

MAHINDRA
4025

4191

115.3 (2928)

69.4 (1762)

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
4025

slidingmesh

8F x 2R

• Smooth 4 cylinder
• Tier IV compliant
• Low rated RPM speed means longer life

• Pull more with the heavier operating weight 
• Work safely with more traction and stability

• Impressive lift capacity 
• Lift bigger loads = finish the job quicker
• Skid steer compatible

• No-nonsense rugged transmission design
• Built to last

NEW HOLLAND
TT45A

4

40 (28.8) @ 2600

121.7 (2000)

540 @ 2555

NEW HOLLAND
TT45A

open center,
full live hydraulic 

with position 
and draft control

17.2

2550

NEW HOLLAND 
TT45A

610TL

109

6

1320

3400

NEW HOLLAND
TT45A

3600

NA

NA

Specifications accurate at time of printing. Subject to change without notice.  

4025 4025
ENGINE

TRANSMISSION

HYDRAULICS

OPERATING WEIGHT

LOADER

NOTES
• Superior lift capacity
• Standard draft control



Specifications and design subject to change without notice.  
©2009 Mahindra USA. The Mahindra Group.

Specifications and design subject to change without notice.  
©2009 Mahindra USA. The Mahindra Group.

	 Engine	 MDI 2700R2

Type	 Four stroke, direct injection,
	 water-cooled, diesel
Cylinders	 4
Engine HP (kW) @ rpm	 41.0 (30.5) @ 2300
Compression Ratio	 19.5:1
Displacement cubic inch (cc)	 167 (2732)
Cylinder Sleeve	 Wet Replaceable

	 Electrical
Battery Capacity	 12 volt, 96 amp hours
Alternator	 12 volt, 36 amps

	 Clutch
Type	 Dual

	 Transmission
Type	 Sliding mesh
Number of Gears	 8 forward, 2 reverse

	 Steering	
Type	 Hydrostatic power
 Pump Output (gallons/minute)	 4.8

	 Brakes
Type	 Fully enclosed dry disc

	 Hydraulic System
Type	 Open center, full-live
	 hydraulic with position
	 and draft controls
Pump Output (gallons/minute)	 8.3
3-Point Linkage	 Category 1 & 2 adjustable
	 with telescopic check chains
Lift Capacity (lbs.)	 3527
Auxiliary Remote Valves	 1 spool optional

	 PTO
Type	 Live

PTO RPM (engine rpm)	 540 @ 2058
PTO HP (kW)	 31.0 (23.1)

	 Operating Weight
Total (lbs.)	 4191

	 Dimensions
Overall Length Inches (mm)	 115.3 (2928)
Overall Width Inches (mm)	 69.4 (1762)
Turning Radius Min. Feet (mts)	 9.5 (2.9)

	 Tires Sizes and Options 

Ag (Front / Rear)	 6x16 / 12.4x28

	
Loader 	 ML232

Maximum Lift Height	 116"
Clearance with	 95"
Attachment Dumped
Reach at Maximum Height	 26.5"
Maximum Dump Angle	 30°
Maximum Roll Back Angle	 24°
Digging Depth Below Grade	 2.3"
Lift Capacity to Full	 2870 lbs.
Height @ Pivot Pins
Breakout Force @ Pivot Pins 	 4740 lbs.
Rated Flow (Tractor System)	 8 gpm
Attachment Width used	 60"
for specification
Attachment Rated Capacity	 12.95 cu. ft.
used for specification
Cycle Times @ rpm	 2500 rpm
Raise Boom (seconds)	 5.9
Lower Boom (seconds)	 3.9
Dump Attachment (seconds)	 2.4
Retract Attachment (seconds)	 2.6

	 Standard Attachments
Bucket (size)	 60"

	 Skid Steer Attachments
Bucket	 
Quick Attach	 
Adapter 	 
Bale Spear	 
Pallet Fork	 

4025 4025  SPECS 4025  SPECS



TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
4525

4

46 (34.3) @ 2300

167 (2732)

540 @ 2058

JOHN DEERE
5045D

3

45 (33.1) @ 2300

179 (2900)

540 @ 2200

KUBOTA
MX4700

4

48.2 (35.9) @ NA

148.35 (2434)

540 @ NA

NEW HOLLAND
TT45A

4

40 (28.8) @ 2600

121.7 (2000)

540 @ 2555

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
4525

slidingmesh

8F x 2R

JOHN DEERE
5045D

partial 
synchromesh

8F x 4R

KUBOTA
MX4700

constantmesh

8F x 8R

NEW HOLLAND 
TT45A

constantmesh

8F x 2R

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
5045D

open center, full live 
hydraulic with 

position control 
(draft ctrl.optional)

17.4

2810 @ 24”
behind pins

KUBOTA
MX4700

open center, full live 
hydraulic with 

position control 
(draft ctrl.optional)

14.4

2310 @ 24” 
behind pins

NEW HOLLAND
TT45A

open center,
full live hydraulic 

with position 
and draft control

17.2

2550

MAHINDRA
4525

open center,
full live hydraulic 

with position 
and draft control

13.1

3527

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
5045D

4189

NA

NA

KUBOTA
MX4700

3369

127.8 (3245)

69.7 (1770)

NEW HOLLAND
TT45A

3600

NA

NA

MAHINDRA
4525

4246

116.3 (2954)

70 (1778)

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
5045D

512

114

3

2453

4775

KUBOTA
MX4700

LA844

NA

NA

NA

NA

NEW HOLLAND 
TT45A

610TL

109

6

1320

3400

MAHINDRA
4525

ML232

116

2.3

2870

4740

• Fuel-efficient diesel engine
• Tier IV compliant
• Quiet sound levels at operating speeds

• Best-in-Class operating weight helps you stand your ground
• Work safely with exceptional traction and stability

• Lifts more than the competition
• Lift faster and lift higher
• Skid steer compatible

• Rock solid transmission
• 4 speed main shift

• Standard draft control
• Superior lift capacity
• Work efficiently

Specifications accurate at time of printing. Subject to change without notice.  

4525 4525
ENGINE

TRANSMISSION

HYDRAULICS

OPERATING WEIGHT

LOADER

NOTES



Specifications and design subject to change without notice.  
©2009 Mahindra USA. The Mahindra Group.

Specifications and design subject to change without notice.  
©2009 Mahindra USA. The Mahindra Group.

	 Engine	 MDI 2700R1

Type	 Four stroke, direct injection,
	 water-cooled, diesel
Cylinders	 4
Engine HP (kW) @ rpm	 46.0 (34.3) @ 2300
Compression Ratio	 19.5:1
Displacement cubic inch (cc)	 167 (2732)
Cylinder Sleeve	 Wet Replaceable

	 Electrical
Battery Capacity	 12 volt, 96 amp hours
Alternator	 12 volt, 36 amps

	 Clutch
Type	 Dual

	 Transmission
Type	 Sliding mesh
Number of Gears	 8 forward, 2 reverse

	 Steering	
Type	 Hydrostatic power
 Pump Output (gallons/minute)	 4.8

	 Brakes
Type	 Fully enclosed dry disc

	 Hydraulic System
Type	 Open center, full-live
	 hydraulic with position
	 and draft controls
Pump Output (gallons/minute)	 8.3
3-Point Linkage	 Category 1 & 2 adjustable
	 with telescopic check chains
Lift Capacity (lbs.)	 3527
Auxiliary Remote Valves	 1 spool optional

	 PTO
Type	 Live

PTO RPM (engine rpm)	 540 @ 2058
PTO HP (kW)	 36.0 (26.9)

	 Operating Weight
Total (lbs.)	 4246

	 Dimensions
Overall Length Inches (mm)	 116.3 (2954)
Overall Width Inches (mm)	 70 (1778)
Turning Radius Min. Feet (mts)	 9.5 (2.9)

	 Tires Sizes and Options 

Ag (Front / Rear)	 6x16 / 13.6x28

	
Loader 	 ML232

Maximum Lift Height	 116"
Clearance with	 95"
Attachment Dumped
Reach at Maximum Height	 26.5"
Maximum Dump Angle	 30°
Maximum Roll Back Angle	 24°
Digging Depth Below Grade	 2.3"
Lift Capacity to Full	 2870 lbs.
Height @ Pivot Pins
Breakout Force @ Pivot Pins 	 4740 lbs.
Rated Flow (Tractor System)	 8 gpm
Attachment Width used	 60"
for specification
Attachment Rated Capacity	 12.95 cu. ft.
used for specification
Cycle Times @ rpm	 2500 rpm
Raise Boom (seconds)	 5.9
Lower Boom (seconds)	 3.9
Dump Attachment (seconds)	 2.4
Retract Attachment (seconds)	 2.6

	 Standard Attachments
Bucket (size)	 60"

	 Skid Steer Attachments
Bucket	 
Quick Attach	 
Adapter 	 
Bale Spear	 
Pallet Fork	 

4525 4525  SPECS 4525  SPECS



TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
5525

3

55 (40.3) @ 2100

152.4 (2497)

540 @ 2060

JOHN DEERE
5055D

3

55 (41.5) @ 2300

179 (2900)

540 @ 2200

KUBOTA
M5640SU

4

56 (41.7) @ 2700

148.5 (2434)

540 @ NA

NEW HOLLAND
TT60A

3

56 (41.7) @ 2500

179 (2900)

540 @ 2800

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
5525

partial 
constantmesh

8F x 2R

JOHN DEERE
5055D

partial 
constantmesh

8F x 4R

KUBOTA
M5640SU

partially 
sychronized

8F x 4R

NEW HOLLAND 
TT60A

constantmesh

8F x 2R

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
5055D

open center, full live 
hydraulic with 

position control 
(draft ctrl.optional)

17.4

2810 @ 24”
behind pins

KUBOTA
M5640SU

open center,
full live hydraulic 

with position 
control

11.3

3310 @ 24” 
behind pins

NEW HOLLAND
TT60A

open center, full live 
hydraulic with 

position control 
(draft ctrl.optional)

19.3

2930

MAHINDRA
5525

open center,
full live hydraulic 

with position 
control

15.3

3527

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
5055D

4189

NA

NA

KUBOTA
M5640SU

3747

136 (3455)

69.7 (1710)

NEW HOLLAND
TT60A

4540

NA

NA

MAHINDRA
5525

4836

119 (3022)

78 (1980)

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
5055D

512

114

3

2453

4775

KUBOTA
M5640SU

NA

NA

NA

NA

NA

NEW HOLLAND 
TT60A

620TL

109

6

2210

4791

MAHINDRA
5525

ML252

123

2

3279

5260

• Fuel-efficient turbocharged Mahindra engine; Give your wallet a rest • Best-in-Class operating weight
• 1,000 lbs. heavier than comparable Kubota
• Heavier weight = greater traction, stability, lift capacity & safety

• Best-in-Class lift capacity
• New mid-mount design

• Longevity & proven reliability in the Mahindra 5525 transmission
• Work with confidence

• Best-in-Class lift capacity
• The competition doesn’t stand a chance
• Lift 600 lbs. more than the comparable New Holland

Specifications accurate at time of printing. Subject to change without notice.  

5525 5525
ENGINE

TRANSMISSION

HYDRAULICS

OPERATING WEIGHT

LOADER

NOTES



• Best-in-Class operating weight
• 1,000 lbs. heavier than comparable Kubota
• Heavier weight = greater traction, stability, lift capacity & safety

• Best-in-Class lift capacity
• New mid-mount design

Specifications and design subject to change without notice.  
©2009 Mahindra USA. The Mahindra Group.

Specifications and design subject to change without notice.  
©2009 Mahindra USA. The Mahindra Group.

	 Engine	 NE352

Type	 Four stroke, direct injection,
	 turbo charged, intercooled, diesel
Cylinders	 3
Engine HP (kW) @ rpm	 55.0 (40.3) @ 2100
Compression Ratio	 17.2:1
Displacement cubic inch (cc)	 152.4 (2497)
Cylinder Sleeve	 Wet Replaceable

	 Electrical
Battery Capacity	 12 volt, 96 amp hours
Alternator	 12 volt, 55 amps

	 Clutch
Type	 Dual dry with ceremetallic lining

	 Transmission
Type	 Partial constant mesh
Number of Gears	 8 forward, 2 reverse

	 Steering	
Type	 Hydrostatic power
 Pump Output (gallons/minute)	 4.8

	 Brakes
Type	 Fully enclosed dry disc

	 Hydraulic System
Type	 Open center, full-live
	 hydraulic with position
	 and draft controls
Pump Output (gallons/minute)	 10.5
3-Point Linkage	 Category 1 & 2 adjustable
	 with telescopic check chains
Lift Capacity (lbs.)	 3527
Auxiliary Remote Valves	 1 or 2 spool optional

	 PTO
Type	 Live

PTO RPM (engine rpm)	 540 @ 2059
PTO HP (kW)	 45.0 (33.6)

	 Operating Weight
Total (lbs.)	 4836

	 Dimensions
Overall Length Inches (mm)	 119 (3022)
Overall Width Inches (mm)	 78 (1980)
Turning Radius Min. Feet (mts)	 11.5 (2.9)

	 Tires Sizes and Options 

Ag (Front / Rear)	 7.5x16 / 13.6x28

	
Loader 	 ML252

Maximum Lift Height	 123"
Clearance with	 99.5"
Attachment Dumped
Reach at Maximum Height	 26.5"
Maximum Dump Angle	 30°
Maximum Roll Back Angle	 31°
Digging Depth Below Grade	 2"
Lift Capacity to Full	 3279 lbs.
Height @ Pivot Pins
Breakout Force @ Pivot Pins 	 5260 lbs.
Rated Flow (Tractor System)	 10.5 gpm
Attachment Width used	 72"
for specification
Attachment Rated Capacity	 19 cu. ft.
used for specification
Cycle Times @ rpm	 2400 rpm
Raise Boom (seconds)	 7
Lower Boom (seconds)	 4.6
Dump Attachment (seconds)	 2.5
Retract Attachment (seconds)	 4.2

	 Standard Attachments
Bucket (size)	 72"

	 Skid Steer Attachments
Bucket	 
Quick Attach	 
Adapter 	 
Bale Spear	 
Pallet Fork	 

5525 5525  SPECS 5525  SPECS



TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
6525

3

62 @ 2100

152.4 (2497)

540 @ 2059

JOHN DEERE
5065E

3

65 (47.8) @ 2400

179 (2900)

540 @ 2400

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
6525

full constantmesh

8F x 2R

JOHN DEERE
5065E

partial 
constantmesh

9F x 3R

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
5065E

open center, full live 
hydraulic with 

position control 
(draft ctrl.optional)

18.2

3192 @ 24”
behind pins

MAHINDRA
6525

open center,
full live  

hydraulic with 
position control 

15.3

3525

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
5065E

4634

NA

NA

MAHINDRA
6525

4865

119 (3022)

78 (1980)

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
5065E

512

114

3

2453

4775

MAHINDRA
6525

ML252

123

2

3279

5260

• Direct injection, turbocharged intercooled diesel
• Lower rated RPM than competition means longer life

• Best-in-Class operating weight
• Out-pull the competition!

• Best-in-Class lift capacity
• Smooth operation
• Increased breakout force

• Standard draft control
• Higher lift capacity

Specifications accurate at time of printing. Subject to change without notice.  

6525 6525
ENGINE

TRANSMISSION

HYDRAULICS

OPERATING WEIGHT

LOADER

NOTES



• Best-in-Class operating weight
• Out-pull the competition!

• Best-in-Class lift capacity
• Smooth operation
• Increased breakout force

Specifications and design subject to change without notice.  
©2009 Mahindra USA. The Mahindra Group.

Specifications and design subject to change without notice.  
©2009 Mahindra USA. The Mahindra Group.

	 Engine	 NE359

Type	 Four stroke, direct injection,
	 turbo charged, intercooled, diesel
Cylinders	 3
Engine HP (kW) @ rpm	 62.0 (46.2) @ 2100
Compression Ratio	 17.2:1
Displacement cubic inch (cc)	 152.4 (2497)
Cylinder Sleeve	 Wet Replaceable

	 Electrical
Battery Capacity	 12 volt, 96 amp hours
Alternator	 12 volt, 55 amps

	 Clutch
Type	 Dual dry with ceremetallic lining

	 Transmission
Type	 Full constant mesh
Number of Gears	 8 forward, 2 reverse

	 Steering	
Type	 Hydrostatic power
 Pump Output (gallons/minute)	 4.8

	 Brakes
Type	 Fully enclosed dry disc

	 Hydraulic System
Type	 Open center, full-live
	 hydraulic with position
	 and draft controls
Pump Output (gallons/minute)	 10.5
3-Point Linkage	 Category 1 & 2 adjustable
	 with telescopic check chains
Lift Capacity (lbs.)	 3527
Auxiliary Remote Valves	 1 or 2 spool optional

	 PTO
Type	 Live

PTO RPM (engine rpm)	 540 @ 2059
PTO HP (kW)	 52.0 (38.8)

	 Operating Weight
Total (lbs.)	 4928

	 Dimensions
Overall Length Inches (mm)	 119 (3022)
Overall Width Inches (mm)	 78 (1981)
Turning Radius Min. Feet (mts)	 11.5 (3.5)

	 Tires Sizes and Options 

Ag (Front / Rear)	 7.5x16 / 14.9x28

	
Loader 	 ML252

Maximum Lift Height	 123"
Clearance with	 99.5"
Attachment Dumped
Reach at Maximum Height	 26.5"
Maximum Dump Angle	 30°
Maximum Roll Back Angle	 31°
Digging Depth Below Grade	 2"
Lift Capacity to Full	 3279 lbs.
Height @ Pivot Pins
Breakout Force @ Pivot Pins 	 5260 lbs.
Rated Flow (Tractor System)	 10.5 gpm
Attachment Width used	 72"
for specification
Attachment Rated Capacity	 19 cu. ft.
used for specification
Cycle Times @ rpm	 2400 rpm
Raise Boom (seconds)	 7
Lower Boom (seconds)	 4.6
Dump Attachment (seconds)	 2.5
Retract Attachment (seconds)	 4.2

	 Standard Attachments
Bucket (size)	 72"

	 Skid Steer Attachments
Bucket	 
Quick Attach	 
Adapter 	 
Bale Spear	 
Pallet Fork	 

6525 6525  SPECS 6525  SPECS


