








• Heavier / more durable than others in its class
• Rugged, cast-iron chassis = traction, stability and control
• Greater stability = safer while handling rigorous work
• Heavy-duty front axle = allows for a wide variety of applications 
• Higher-lift capacity enables you to handle larger implements 

and get work done faster
• Biggest & widest tires for less soil compaction & greater comfort

• Rugged mainframe and durable boom = sturdiness and extended life
• High breakout force = handles bigger loads
• Easy to mount and dismount loader
• Curved boom design offers superb visibility and matches tractor styling 
• Four-way, single-lever Joystick control makes operating easy
• Skid Steer allows quick change between bucket, bale spear & pallet fork

  3535 / 4035LOADER ML120      ML130

 3535 / 4035BACKHOE

Maximum Lift Height 106"

Clearance with Attachment Dumped 85"

Reach at Maximum Height 24.5"

Maximum Dump Angle 40°

Attachment Rollback Angle 19°

Digging Depth Below Grade 3.4"

Lift Capacity to Full Height @ Pivot Pins 2400 lbs.

Breakout Force @ Pivot Pins 3900 lbs.

Rated Flow (Tractor System) 11 gpm

Attachment Width used for specification 72"

Attachment Rated Capacity used for specs  16.35 cu.ft.

Cycle Times @ rpm 3,080 rpm

Raise Boom (seconds) 4.9

Lower Boom (seconds) 4.1

Dump Attachment (seconds) 3.8

Retract Attachment (seconds) 3

Loader Shipping Weight (with bucket) 1285 lbs.
 
SKID STEER ATTACHMENTS

Bucket 

Quick Attach Adapter 

Bale Spear 

Pallet Fork 

Digging depth maximum (feet) 8’ 5”

Digging force bucket (lbs.) 3895

Digging force dipper (lbs.) 2358

Backhoe Shipping Weight (with 12” bucket) 1010 lbs. 

485          595

 ENGINE  CE40 CE50

Type  Naturally aspirated Naturally aspirated 
  direct injection diesel direct injection diesel
Cylinders  3 4
Engine HP (kW) @ rpm  40.0 (29.8) 49.5 (36.91)
Compression Ratio  19.5:1 19.5:1
Displacement cubic inch 3 (cc)  115.4 (1892) 153.7 (2538)
Cylinder Sleeve  Wet replaceable Wet replaceable
Fuel Tank Capacity  11.3 gallons 11.3 gallons

 ELECTRICAL
Battery Capacity  12 volt, 88 amps 12 volt, 88 amps
Alternator  12 volt, 45 amps 12 volt, 45 amps 

 CLUTCH
Type   Single plate dry Single plate dry

 TRANSMISSION
Type  Forward reverse  Forward reverse 
  synchro shuttle with synchro shuttle with 
  full synchromesh full synchromesh

Number of Gears  12 forward, 12 reverse 12 forward, 12 reverse

STEERING
Type  Hydrostatic power Hydrostatic power
  with tiltable steering with tiltable steering
Pump Output (gallons per minute)  5 5

 BRAKES
Type  Wet disc Wet disc

 HYDRAULIC SYSTEM
Type  Open-center full-live  Open-center full-live
  hydraulic with position hydraulic with position
  & draft controls & draft controls

Pump Output (gallons per minute)  11 11
3-Point Linkage  Category 1 with Category 1 with
  telescopic lower links telescopic lower links

Lift Capacity (lbs.)  3090 3090

Rear Auxiliary Remote Valves  1 spool optional  1 spool standard
   
   

   

 PTO
Type  Independent Independent
PTO RPM (engine rpm)  540 @ 2404 540 @ 2404
PTO HP (kW)  33 (24.6) max. 43 (32) max.

 OPERATING WEIGHT
Total (lbs.)  4367 4939

 DIMENSIONS
Overall Length Inches (mm)  123.8 (3144) 128.9 (3274)
Overall Width Inches (mm)  73.7 (1872) 75.4 (1915)
Turning Radius Min. Ft. (mts)  9.67 (2.94) 9.6 (2.94)

 TIRES SIZES AND OPTIONS 

Industrial (Front / Rear)  12-16.5 / 16.9-24  14x17.5 / 19.5x24

Specifications and design subject to change without notice. ©2009 Mahindra USA. The Mahindra Group.
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