






Tiltable 
steering 
column

Superior 
lighting

Easy maintenance
Comfortable
rubber floor mat Heaviest in class gives

smooth ride. Push 
more, Pull more,  
Lift more.

Flat platform

Convenient storage 
compartment located 
below steering wheel

Dual rear 
remotes 
standard

Forward-Reverse
synchronized 
shuttle

Ergonomic design 
places controls within 
easy operation reach

Eco-friendly engine

Deluxe 
suspension 
seats

Independent PTO

THE INDUSTRY’S BEST WARRANTY
See Mahindra Warranty Policy for Details

See more at MahindraUSA.com

CONVENIENCE RENOWNED
Mahindra 60 Series



• Turbocharged
• Tier III compliant
• Fuel efficient, low rated HP speed = longer life

• 12F / 12R fully synchronized
• Finding the right gear is never a problem
• Heavy duty & reliable

• Superior lift
• Standard draft control

• Increased traction = less slippage/better fuel efficiency
• Heavier operating weight
• Larger stance, transfer power to the ground

• Higher lift height
• Higher lift capacity
• Higher break-out force; work more efficiently

TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
7060

3

67 (49.9) @ 2200

152.4 (2498)

540 @ 2186

JOHN DEERE
5065M

5

65 (48.4) @ 2200

186 (3050)

540 @ 2100

KUBOTA
M7040

4

71 (52.9) @ 2600

203 (3331)

540 @ 2600

NEW HOLLAND
T4020

4

64 (47.72) @ 2300

195 (3200)

540 @ 2196

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
7060

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

12F x 12R

JOHN DEERE
5065M

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

16F x 16R

KUBOTA
M7040

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

8F x 8R

NEW HOLLAND 
T4020

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

16F x 16R

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
5065M

open center, full live 
hydraulic with 

position control 
(draft ctrl.optional)

20.9

3595 @ 24”
behind pins

KUBOTA
M7040

open center, 
full live 

hydraulic with 
position control 

NA

3307 @ 24” 
behind pins

NEW HOLLAND
T4020

open center,
full live hydraulic 

with position 
and draft control

20.2

3962 @ 24”
behind pins

MAHINDRA
7060

open center,
full live hydraulic 

with position 
and draft control

16.1

5100

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
5065M

6400

NA

NA

KUBOTA
M7040

4805

135.6 (3445)

73 (1860)

NEW HOLLAND
T4020

6327

135.2 (3434)

NA

MAHINDRA
7060

6727

157.63 (4004)

77.3 (1963.5)

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
5065M

553

123

3

2917

3484

KUBOTA
M7040

LA1153

132.7

5.3

2536

NA

NEW HOLLAND 
T4020

810TL

122

8

2100 @ 800

2650 @ 800

MAHINDRA
7060

ML272

132

5

3460

5640    

Specifications accurate at time of printing. Subject to change without notice.  

7060 4WD 7060 4WD
ENGINE

TRANSMISSION

HYDRAULICS

OPERATING WEIGHT

LOADER

NOTES



Specifications and design subject to change without notice.  
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Specifications and design subject to change without notice.  
©2009 Mahindra USA. The Mahindra Group.

	 Engine	 NE 364 TCI

Type	 Four stroke, turbocharged & intercooled, 
	 direct injection diesel
Cylinders	 3
Engine HP (kW) @ rpm	 67 (49.98) @ 2200
Compression Ratio	 17.2:1
Displacement cubic inch3 (cc)	 152.4 (2498)
Cylinder Sleeve	 Wet Replaceable

	 Electrical
Battery Capacity	 12 volt, 96 amp hours
Alternator	 12 volt, 55 amps

	 Clutch
Type	 Dual, dry with ceremetallic lining

	 Transmission
Type	 Forward-Reverse Synchro-Shuttle 
	 with full synchromesh
Number of Gears	 12 forward, 12 reverse

Steering
Type	 Hydrostatic power, tiltable column
Pump Output (gallons per minute)	 5.1

	 Brakes
Type	 Wet disc

	 Hydraulic System
Type	 Open center, full-live hydraulic 
	 with position and draft controls
Pump Output (gallons per minute)	 11.0
3-Point Linkage	 Category 2 ball joints with telescopic 
	 lower links and stabilizers
Lift Capacity (lbs.)	 5100
Rear Auxiliary Remote Valves	 2 spool standard with detent type raise and 
	 lower with kickback and float position in front

	 PTO
Type	 Independent
PTO RPM (engine rpm)	 540 @ 2186
PTO HP (kW)	 57 (41.9)

	 Operating Weight
Total (lbs.)	 6727

	 Dimensions with Ag Tires
Overall Length Inches (mm)	 157.63 (4004) 
Overall Width Inches (mm)	 77.3 (1963.5)
Turning Radius Min. Ft. (mts)	 13 (3.96)

	 Tires Sizes and Options 

Ag (Front / Rear)	 9.5x24 / 16.9x28
Industrial (Front / Rear)	 12.5/80x18 / 19.5Lx24

	 Loader	 ML272 / 278

		  Maximum Lift Height	 132"
Clearance with Attachment Dumped	 106"
Reach at Maximum Height	 26"
Maximum Dump Angle	 39°
Attachment Rollback Angle	 20°
Digging Depth Below Grade	 5"
Lift Capacity to Full Height @ Pivot Pins	 3460 lbs.
Breakout Force @ Pivot Pins	 5640 lbs.
Rated Flow (Tractor System)	 11 gpm/17 gpm
Attachment Width used for specification	 78" / 84"
Attachment Rated Capacity 
used for specification	 19 cu. ft.
Cycle Times @ rpm	 2200 / 2300 rpm
Raise Boom (seconds)	 6.1 / 4
Lower Boom (seconds)	 4.5
Dump Attachment (seconds)	 5
Retract Attachment (seconds)	 3.7 / 3

	 Skid Steer Attachments
Bucket	 
Quick Attach Adapter	 
Bale Spear	 
Pallet Fork	 

7060 4WD
7060 4WD  SPECS 7060 4WD  SPECS



TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
8560

4

83 (61.9) @ 2300

203.2 (3329.83)

540 @ 2187 
1000 @ 2180

JOHN DEERE
5085M               

4

85 (63.3) @ 2200

276 (4523)

540 @ 2400

KUBOTA
M8540

4

85.5 (63.7) @ 2600

230 (3769)

540 @ 2600

NEW HOLLAND
T4040

4

84 (62.62) @ 2300

274 (4500)

540 @ 2300

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
8560

forward-rev 
synchronized

shuttle with full 
synchromesh

12F x 12R

JOHN DEERE
5085M

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

16F x 16R

KUBOTA
M8540

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

8F x 8R

NEW HOLLAND 
T4040

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

16F x 16R

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
5085M

open center,
full live hydraulic 
with position and 

draft control

24.7

3595 @ 24”
behind pins

KUBOTA
M8540

open center,
full live hydraulic 
with position and 

draft control 

NA

4630 @ 24” 
behind pins

NEW HOLLAND
T4040

open center,
full live hydraulic 
with position and 

draft control

25.5

3960 @ 24”
behind pins

MAHINDRA
8560

open center,
full live hydraulic 
with position and 

draft control

22.3

5500

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
5085M

6300

NA

NA

KUBOTA
M8540

5005

153 (3885)

78 (1990)

NEW HOLLAND
T4040

5953

138.6 (3520)

NA

MAHINDRA
8560

6878

162.04 (4116)

77.3 (1963)

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
5085M

553

123

3

2917

5537

KUBOTA
M8540

LA1353

145.7

7.8

2977

NA

NEW HOLLAND 
T4040

820TL

133

7

3850

4850

MAHINDRA
8560

ML278

132

5

3460

5640

• Turbocharged
• Tier III compliant
• Fuel efficient, low rated HP speed = longer life
• 4-cylinder quiet operation

• 12F / 12R fully synchronized
• Finding the right gear is never a problem
• Heavy duty & reliable

• Superior lift
• Standard draft control

• Increased traction
• Heavier operating weight
• Larger stance, transfer power to the ground

• Higher lift capacity
• Higher break-out force; work more efficiently

Specifications accurate at time of printing. Subject to change without notice.  

8560 2WD 8560 2WD
ENGINE

TRANSMISSION

HYDRAULICS

OPERATING WEIGHT

LOADER

NOTES
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	 Engine		  NE 479 TCI

Type		  Four stroke, turbocharged & intercooled, 
		  direct injection diesel
Cylinders		  4 
Engine HP (kW) @ rpm		  83 (61.9) @ 2300
Compression Ratio		  17.2:1
Displacement cubic inch3 (cc)		  203.2 (3329.83)
Cylinder Sleeve		  Wet Replaceable

	 Electrical
Battery Capacity		  12 volt, 96 amp hours
Alternator		  12 volt, 55 amps 

	 Clutch
Type		  Dual, dry with ceremetallic lining

	 Transmission
Type		  Forward-Reverse Synchro-Shuttle 
		  with full synchromesh
Number of Gears		  12 forward, 12 reverse

Steering
Type		  Hydrostatic power, tiltable column
Pump Output (gallons per minute)		  5.3

	 Brakes
Type		  Wet disc

	 Hydraulic System
Type		  Open center, full-live hydraulic with 
		  position and draft controls
Pump Output (gallons per minute)		  17
3-Point Linkage		  Category 2 ball joints with telescopic 
		  lower links and stabilizers
Lift Capacity (lbs.)		  5500
Rear Auxiliary Remote Valves		  2 spool standard with detent type raise and 
		  lower with kickback and float position in front

	 PTO
Type		  Independent
PTO RPM (engine rpm)		  540 @ 2187; 1000 @ 2180
PTO HP (kW)		  70 (52.2)

	 Operating Weight
Total (lbs.)		  6878

	 Dimensions with Ag Tires
Overall Length Inches (mm)		  162.04 (4116)
Overall Width Inches (mm)		  77.3 (1963)
Turning Radius Min. Ft. (mts)		  10.5 (3.2)

	 Tires Sizes and Options 

Ag (Front / Rear)		  11Lx15 / 16.9x30
Industrial (Front / Rear)		  n/a

	 Loader	 ML272 / 278

		  Maximum Lift Height	 132"
Clearance with Attachment Dumped	 106"
Reach at Maximum Height	 26"
Maximum Dump Angle	 39°
Attachment Rollback Angle	 20°
Digging Depth Below Grade	 5"
Lift Capacity to Full Height @ Pivot Pins	 3460 lbs.
Breakout Force @ Pivot Pins	 5640 lbs.
Rated Flow (Tractor System)	 11 gpm/17 gpm
Attachment Width used for specification	 78" / 84"
Attachment Rated Capacity 
used for specification	 19 cu. ft.
Cycle Times @ rpm	 2200 / 2300 rpm
Raise Boom (seconds)	 6.1 / 4
Lower Boom (seconds)	 4.5
Dump Attachment (seconds)	 5
Retract Attachment (seconds)	 3.7 / 3

	 Skid Steer Attachments
Bucket	 
Quick Attach Adapter	 
Bale Spear	 
Pallet Fork	 

8560 2WD
8560 2WD  SPECS 8560 2WD  SPECS



• Turbocharged
• Tier III compliant
• Fuel efficient, low rated HP speed = longer life

• 12F / 12R fully synchronized
• Finding the right gear is never a problem
• Heavy duty & reliable

• Superior lift capability
• Standard draft control

• Increased traction
• Heavier operating weight
• Larger stance, transfer power to the ground

• Higher lift height
• Higher lift capacity
• Higher break-out force; work more efficiently

TRACTOR 
MODEL

cylinders

engine HP (kW) @ RPM

displacement in3 (cc)

PTO RPM

MAHINDRA
8560

4

83 (61.9) @ 2300

203 (3329.83)

540 @ 2187 
1000 @ 2180

JOHN DEERE
5085M

4

85 (63.3) @ 2200

276 (4523)

540 @ 2400

KUBOTA
M8540

4

85.5 (63.7) @ 2600

230 (3769)

540 @ 2600

NEW HOLLAND
T4040

4

84 (62.62) @ 2300

274 (4500)

540 @ 2300

TRACTOR 
MODEL

type

number of speeds

MAHINDRA
8560

shuttle with full
synchromesh

12F x 12R

JOHN DEERE
5085M

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

16F x 16R

KUBOTA
M8540

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

8F x 8R

NEW HOLLAND 
T4040

forward-rev 
synchronized

shuttle with full 
synchromesh 

standard

16F x 16R

TRACTOR 
MODEL

type

pump output  
(gallons per min.)

lift capacity (lbs)

JOHN DEERE
5085M

open center,
full live hydraulic 

with position 
and draft control

24.7

3595 @ 24”
behind pins

KUBOTA
M8540

open center,
full live hydraulic 

with position 
and draft control 

NH

4630 @ 24” 
behind pins

NEW HOLLAND
T4040

open center,
full live hydraulic 

with position 
and draft control

25.5

3960 @ 24”
behind pins

MAHINDRA
8560

open center,
full live hydraulic 

with position 
and draft control

22.3

5500

TRACTOR 
MODEL

operating weight total (lbs)

DIMENSIONS:

overall length inches (mm)

overall width inches (mm)

JOHN DEERE
5085M

6800

NA

NA

KUBOTA
M8540

5400

148 (3759)

78 (1990)

NEW HOLLAND
T4040

6503

138.6 (3520)

NA

MAHINDRA
8560

7297

162.04 (4116)

77.3 (1963)

TRACTOR 
MODEL

loader model #

maximum lift height (in)

digging depth (in)

lift capacity to full height @ pivot pin (lbs)

breakout force @ pivot pin (lbs)

JOHN DEERE
5085M

553

123

3

2917

5537

KUBOTA
M8540

LA1353

145.7

7.8

2977

NA

NEW HOLLAND 
T4040

820TL

133

7

3850

4850

MAHINDRA
8560

ML282

132

6.5

4100

5830

Specifications accurate at time of printing. Subject to change without notice.  

8560 4WD 8560 4WD
ENGINE

TRANSMISSION

HYDRAULICS

OPERATING WEIGHT
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NOTES
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Specifications and design subject to change without notice.  
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	 Engine		  NE 479 TCI

Type		  Four stroke, turbocharged & intercooled, 
		  direct injection diesel
Cylinders		  4 
Engine HP (kW) @ rpm		  83 (61.9) @ 2300
Compression Ratio		  17.2:1
Displacement cubic inch3 (cc)		  203.2 (3329.83)
Cylinder Sleeve		  Wet Replaceable

	 Electrical
Battery Capacity		  12 volt, 96 amp hours
Alternator		  12 volt, 55 amps 

	 Clutch
Type		  Dual, dry with ceremetallic lining

	 Transmission
Type		  Forward-Reverse Synchro-Shuttle 
		  with full synchromesh
Number of Gears		  12 forward, 12 reverse

Steering
Type		  Hydrostatic power, tiltable column
Pump Output (gallons per minute)		  5.3

	 Brakes
Type		  Wet disc

	 Hydraulic System
Type		  Open center, full-live hydraulic with 
		  position and draft controls
Pump Output (gallons per minute)		  17
3-Point Linkage		  Category 2 ball joints with telescopic 
		  lower links and stabilizers
Lift Capacity (lbs.)		  5500
Rear Auxiliary Remote Valves		  2 spool standard with detent type raise and 
		  lower with kickback and float position in front

	 PTO
Type		  Independent
PTO RPM (engine rpm)		  540 @ 2187; 1000 @ 2180
PTO HP (kW)		  70 (52.2)

	 Operating Weight
Total (lbs.)		  7297

	 Dimensions with Ag Tires
Overall Length Inches (mm)		  162.04 (4116)
Overall Width Inches (mm)		  77.3 (1963)
Turning Radius Min. Ft. (mts)		  13.1 (4)

	 Tires Sizes and Options 

Ag (Front / Rear)		  11.2x24 / 16.9x30
Industrial (Front / Rear)		  12.5/80x18 / 19.5Lx24

	 Loader	 ML282

		  Maximum Lift Height	 132"
Clearance with Attachment Dumped	 123.5"
Reach at Maximum Height	 41"
Maximum Dump Angle	 52°
Attachment Rollback Angle	 29°
Digging Depth Below Grade	 6.5"
Lift Capacity to Full Height @ Pivot Pins	 4100 lbs.
Breakout Force @ Pivot Pins	 5830 lbs.
Rated Flow (Tractor System)	 17 gpm
Attachment Width used for specification	 84"
Attachment Rated Capacity used for specification	 21 cu. ft.
Cycle Times @ rpm	 2300 rpm
Raise Boom (seconds)	 4
Lower Boom (seconds)	 4.5
Dump Attachment (seconds)	 5
Retract Attachment (seconds)	 3.0

	 Skid Steer Attachments
Bucket	 
Quick Attach Adapter	 
Bale Spear	 
Pallet Fork	 

8560 4WD
8560 4WD  SPECS 8560 4WD  SPECS


